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CERTIFICATE OF APPROVAL
No CF 581

This is to certify that, in accordance with
CERTIFIRE s Rules for Certification
The undermentioned products of

CGI INTERNATIONAL LIMITED

International House, Millfield Lane, Haydock, WA11 9GA
Tel: 01942 710720 Fax: 01942 710730

Have been assessed against the requirements of the Technical Schedule(s)
denoted below and are approved for use subject to the conditions
appended hereto.

CERTIFIED PRODUCT TECHNICAL SCHEDULE
‘Pyrostem’ Safety Wired TS 25 Fire Resistant Glass,
Fire Resisting Glass Glazing Systems and Materials

Signed and sealed for and on behalf of CERTIFIRE

e

Sir Ken Knight Issued: 3™ October 2007
Chairman - Management Council Valid to: 2" October 2012
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This certificate is the property of Warringtan Certification Limited
Registered address: Holmesfield Foad, Warrington, UK WA | 205 Regd Mo, 22501582
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CERTIFICATE No CF 581

CGI INTERNATIONAL LIMITED

Pyrostem Fire Resisting Glass

This Certificate of Approval relates to the fire resistance of CGl International Limited ‘Pyrostem’
Safety Wired glass products when used in the following applications, as defined in BS 476: Part
22: 1987 subject to the undermentioned conditions,

Fire Resistance
Application Performance (mins) Page No.
Integrity Insulation
Timber framed screens 30 0 3
Steel framed screens 30/60 a 4-5
Timber based doorsets 30 0 6-7

This product is approved on the basis of:

a) Initial type testing

b) A design appraisal against TS25

d) Audit testing

&) Inspection and surveillance of factory production control
f) Certification of quality systems to SO 9001:2000

This Certificate of Approval must be read in conjunction with CERTIFIRE Technical Schedule
TS25, Fire Resistant Glass, Glazing Systems and Materials.

General Requirements
Where the glass is installed in a timber or steel framed screen, the orientation of the screen shall
be no more than +10° from the vertical,

The edge cover to each pane shall be no less than 15 mm minimum.
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This certificate is the property of Warrington Certrication Limited

Pegistered address: Holmeastield Foad, Warringuon, UK WAL 205 Regd Mo, 3250183






